Combination Silencer/Catalyst
The combination silencer/catalyst is a unique
variation of a standard heavy-duty engine
exhaust silencer, extended slightly to allow
room for catalyst insertion. This new
solution utilizes one of two catalyst
capturing techniques within the silencer
shell. The first employs a gasket-wrapped
catalyst module, which fits tightly between
internal guide rails. The second uses a
torturous path configuration, which uses
serpentine interlocks around the catalyst to
prevent gas bypass. Both designs
completely seal the silencer and ensure that
exhaust gas passes through the catalyst.
For the greatest emissions reduction results,
special care is given to enable exhaust gas
uniformity prior to passing through the
catalyst. The combination silencer/catalyst
solutions are available in four performance
grades, with overall attenuation to 40 dB.
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Catalyst Housing Packages

Base catalyst housing packages are large
end-in, end-out configured units with a
flanged inlet and outlet connection. Conical
sections (top right) or standard dished
silencer heads are used, depending on the
pressure drop requirements of the unit. The
cylindrical housing body can incorporate
either of the catalyst capturing designs as
the combination silencer/catalyst units. This
complete catalyst package includes multiple
pressure, temperature and other measuring
ports, and is available in various stainless
steels or standard carbon steel.
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Available emissions solutions include
the following:

» soot filters

= diesel oxidation catalysts

. catalyst housings

= combination silencer/catalyst

> custom applications

- See page 1.1 for ordering information | www.universalsilencer.com



